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CLARITY GLLASS DESIGN

766 Lakefieid Road, Unit E

Westlake Village, CA 91361

Phone: 805-486-1211 Fax: 805-496-4585

Email: info@clarityglass.com
MATERIAL SAFETY DATA SHEET (MSDS)
#101-102 CLARITY STAINED GLASS FINiSHING COMPOUND

Section | - C D DC A 1 ON

MSDS PREPARATION DATE: snuawy 1, 2004

PRODUCT TRADE NAME: Stained Glass Finishing Compound
PRODUCT CODE NO.: items #1017 and #102
GENERIC/CHEMICAL NAME: Confidential Proprietaly Mixture
PRODUCT TYPE /] CHEMICAL FAMILY: Wax Polish Emuision

SYNONYMS: None '
CONTAINS: Petroieum Distitiate Solvems (CAS# 64742-48-9), Water (CASY# 7732-18-5), Non-abrasive polishing powders (CAS#

6402-88-4), Silicons Fiuids (CAS® 83 148-82-0), Camauba Wax (CAS# 8015-88-9), Emutsifiers (CAS# 68156-204),
Microcrystalline Wax (CAS# 64742-43-4), Antioxidans (CAS#S 123-28-4)

CONTACT ADDRESS: Clarity Glass Design, 766 Lakefleld Road., Unit E, Westlake Village, CA 81361,
USA :

EMERGENCY PHONE NUMBERS:

Clarity Giass Design: (305) 486-1211, (800) 327-5430 Mon - Fni - 8:30am - 4:30pm

CHEMTREC: (800) 424-8300 ~ Outside the continental US: (703) 527-3887 24 Hours

Sect! =CO iTION/ INGR S

Tha pracise composition of this product mbaura in confidential proprietary information. A more detailed disclosure wifl ba provided
by us to qualified madical or industdal hygiene personnal as privilkkged information upon request in case of emermancy of need ‘or
specific treatment. This Matenal Safety Data Sheet (MSDS) has baen prepared in compliance with the Fadersl OSHA hazard
communication standard 29CFR1810.1200. This product is considered pon-hazanious under that standard.

HAZARDQUS INGREDIENTS: Contains 50% - 85% Patroleum distillates (CAS# 6474248-9).

Section 1l - E N

POTENTIAL HEALTH EFFECTS .
EYE CONTACT: May cause eye imtation, Direct contact with liquid may cause stinging, tearing, and reaness.

SKIN CONTACT: May cause mild skin irritation. Prolonged or tepeated cantact may cause dermatitis, redness, buming, drying,
defanting and cracking of the skin.

INHALATION: This matarial Is axpected to have a low dagree of toxicity by inhaigtion. Braathing high concentrations of yapors or
mists may cause imtation of tha nose and throat and signs of narvous systom depression (6.g. headache, nausaes, drowsiness,
dizzinass, fatigue, visual impalrment, difficuity breathing and loss of coondination). intentional misuse by dalibarately concentrating
and inhaiing this product may be hammful o¢ fatal. Rapeated and proionged overexposure (o ol mists Mmay rasuit in droplet
deposition, ol granuloma fommation, inflammation, and increased incidence of infection.

INGESTION: Whia this praduct has a low degree of taxicity, ingestion of excessive quantities may cause irftation of the
digestive tract ang signs of nervous sysiam dapression (a.g. headachs, nausea, drowsinees, dizzinsss, faligue, visual impairmany,
difficutty breathing, and loss of coordination). ASPIRATION HAZARD: This material can anter lungs during swatiowing or vomiting
and causa lung Infammation and damage.
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Section IV - FIRST AID

E CONTACT: i imitation of redness dua ta vagors develaps, mave victim away from axposure and Info resh alr. It splashed
ETYIO the eyes, fush ayes immadiataly with clean water Jor 2t least 15 minutes. If availabie, use eye cups or aye wash fountain. it

symploms parsist. get medical attention.

SKIN CONTACT: Claan affected areas with mild soap and water. Remova contaminated clathing. inckuding shoas, and launder
before reuse of dIsCad,

INHALATION: if respiratory sympioms develop, move victim away from source of exposure and into frash ai. {f symptoms
persist, get medical attention. If victim is not breathing immadiately begin antifcial respiration. if breathing diffcuitios develog,
axyoan shauld ba administered by quaiified personniel. Get madical atantion.

INGESTION; DO NOT induce vemiting of give anything by mouth bacauge this material can enter the lungs and cause sovere
iung damage. If victim s drowsy or unconscious, place 6n the leR side with head down. If possible, do nat Isave victim unattended.

Gat madical sttantlon immediately.

action V - FIR HT

FLASH POINT: PMCC 138°F, 59°C

FIRE POINT: NDO

FLAMMABLE LIMITS IN AR, % Voiume: LOWER: ND. 0.0 estimated UPPER: ND, 7.0 gstimatsd

AUTOIGNITION TEMPERATURE: NO. » 410°F, 210°C astimated.

HANDLING PRECAUTIONS: This liquid is combustible, volatile, and gives off Invisible vepors. Either the Iquid or vapor may
settle in low areas or iravel some distancs slong the ground or surface to Igniiion sources where they may ignite or explode. Keap
product away from ignition solrces such as heat, sparks, pliot lights, static slactricily and open fames. EXposure 10 excossive
haat, extrama temperatures ana fire can build up pressurs in clowed containers and may cause bursiing or exploding. "Empty”
containers retain liquid and/or vapor reskdue and can be dangesrous. DO NOT prassurize, cut, weld, braze, solder, anll, grind or
expose SUCh containare to saurces of ignition. They may explode causing inury o death,

EXTINGUISHING MEDIA AND FIRE FIGHTING PROCEDURES: Foam, weter spray, dry chemica), carbon dioxids, and
neion extinguishing agenis may ail be suitabie for sxtinguishing #ms invoiving this typa of product, depending on size or potential
size of fire and circumstances relizted to the situation. Stop apifiireiesse and move undamaged containers from fire area if it can
te done without risk. Water spray may be ugefut in minimizing or dispersing vapors end cooling equipmant exposed to heat and
flame. Avaid spreading buming liquid with water used for cooling.

DECOMPOSITION PRODUCTS UNDER FIRE CONDITIONS: Fumes, smoke, carbon moncxide/dioxide, svifur axddes,
aldenydes, and nitrogen oxides. Weer appropriate protective equipment incluging xeif contained breathing apparatus.

Section V1 - ACCIDENTIA H RES

SPILL ON LAND: Fioor may be siippery; use caution 1o avoid falfing. For small spills impiemant tha following cleanup
procedures: Efiminate saurcas of ignition. Prevent additional discharga of materiai, if cossidle to do so without risk. Minimize
bregthing of vapars. Minimize skin contact. Ventiiate confinad spaces. Prevent lguid rom entenng sewers, wale/coursas, or jow
areas. Contaln spiiled liquid with sand or sarth. Do not usa compustible matasials such as sawdust. Recover by pumping {use an
axplosion proof pump or hand pump) or with 8 suitadle absorbent. Obsarve precsutions for valatile, combustidie vapors fom
absorbed matenal. For large spilla imptemant the preceding cleanup proceduras and, if in public aree, Keep public away and
advise authorities. Consult an expert on disposs! of racovered matensi and ensure conformity 10 local disposal reguiations.

SPILL ON WATER: Eliminate sources of ilgnition. Warmn occupants and shipping in surrounding and downwing areas af fire ana
axpiosion hazard and request ail 10 stay clear. Remova from surface by gkimming or with suitable adsorbents. |f spill happens in
non-confinad waters matenal may be permitted 10 dissipate if ailowed by focal authonties and environmental agencies. Consult an
axpent on digposal of racovered matenal and ansure conformity 1o local alspoaal ragulations.

) Wi . STO AND HA

ELECTROSTATIC ACCUMULATION HAZARD: Possibie; use proper grounding procedures.
STORAGE TEMPERATURE: Ampient

STORAGE/TRANSPORT PRESSURE: Atmospheric

LOADING/UNLOADING TEMPERATURE: Amblent

LOADING/UNLQADING VISCOSITY: 11.7 cSt. typical

STORAGE AND HANDLING: Keep container ciosad. Handie and open containers with care, Store in a cool, waii ventilated
place away from incompatible matentals. DO NOT handle or store near an opan fiame, heat, or other source of ignition. Protect
matenal fram direct suniight. Material will accumulate static charges which may causs an electrical spark. Usa proper grounding
nroc;::lr:;. DO NOT pressurize, cut, heat or weld containers. DO NOT reuse containars withaut Commercial cleaning of

ec ng.
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Saction VIIl - EXPOS c E AL D l-‘

EXPOSURE CONTROLS: The usa of local exhaust ventiation is recommended 10 control process emissions near the source.
Laboratory sampiee shoukd be stored and handied in a leb hood. Provide mechanical ventiiation of confined spacas. Use

explosion proof equipment,

PERSONAL PROTECTION: Far open systems whars contact is Ukaly, wuar long sieeves, chemical resistant gloves, and
chamical goggias. Whars conact may occur, wear safely giasses with side shislds. Although narmally not necessary, where
concantratians in ai¢ may sxceed TLV/PEL sxposure Hmits, use appropriale respiralory prolection. R is recommendad Sat a
source of Clean water, eye wagh cups of fountain be avallable in the work anea ior flushing ayes and sKin.

O8HAJACGIH EXPOSURE LIMITS: Whare fumas o1 vapors may be generated control exposures to a TLV/PEL of 100 pom for
Patroleum Distiiate Soivanis (CASS 8474248-9).

lon 1X - PHY AN

APPEARANCE: Opaque white

STATE: Ligquid

ODOR: Hydrocarbon solvent odor

PERCENT VOLATILE: 82.1 by weight typical

SPECIFIC GRAVITY: 0.884 typical @ 77°F, 28°C

DENSITY: 7.35 iba/gad typical § T7°F, 25°C

VISCOSITY: 11.7 cSt. typical @ ambient

EVAPQRATION RATE, n-Bu Acstate=1: NO, 0.17 esiimated
VAPOR PRESSURE: ND, <Smm Hg @ 77°F, 28°C estimated
BOILING POINT: ND, 212°F, 100C min. sstimated

VAROR DENSITY (Alr=1): ND, >4.8 astimated

FREEZING / MELTING POINT: ND, < 32°F, 0°C
SOLUSBILITY INWATER: ND, water / solvent emuizion

ectlo -R

STABILITY: Stable under narmat conditions of storaga and handling
CONDITIONS TO AVOID INSTABILITY: Avoid ail possibia sources of ignition

HAZARDOUS POLYMERIZATON: Wil not occur
CONDITIONS TO AVOID HAZARDOUS POLYMERIZATION: None
MATERIALS AND CONDITIONS TO AVOID INCOMPATIBILITY: Incompatble with strong acide or bases, oxidizing agsnts,

nitrites and seiecied amings.

NAZARDOUS DECCMPOSITION PRODUGTS: Combustion or thermal decomposition may yield kritating or toxic fumas,
carbon monaxide/dioxide, aidahydes, ndrogen axidiss, and minor amounta of incompiate combustion of various hydrocarbons,

Section X] - TOXICOLOGICAL T10
::;peaﬂc toxicological data are availabie for this product, Please refer to Section (il for available information on patential heaith
5.

Saction Xl| - ECOL CGICAL INFORMATION

No specific acologicat data are avaiabie for this praduct. Pleasa rafer {o Section Vi for information regarding accidentsi releasas
ang Section XV for reguiatory reporting in

Saction - DISPOSA IDE

All recoversq materal should be packaged. [abeled, fransponted, dispased and reclaimed In conformance with locat, caunty, etate
and fecaral reguistions. May ba disposed of by controlied incineration, Do not contaminate any lakes, streams, ponds, or
underground water suppliss.

Se V.T o]

U.S. DOT PROPER SHIPPING NAME: 12 8. oz, bottles and 1 galion bottles: Congumar Commodity, ORM-D excaptad from

labeling requirements
IATA AND IMDG PROPER SHIPPING NAME: Flammable Liquid N.O.S. (Petraisum Distillates), UN1893, Packing Group 11}
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