
Recipe Card
Mold: FUS LF248 Crystal Tear Ornament
Frit: COE96

Fine (F2)
- Pale Amber Translucent
- Clear

Placement Order:
Layer Order:

Honey sheet, then Clear sheet, then Pale Amber frit, 
then Clear frit

Instructions:
Prepare the mold with your standard glass separator.

Cut a sheet of Thin Fire paper to the same size and shape as the mold cavity without 
the post. Use this sheet as a template to cut the same shape from both the Honey 
Transparent Luminescent and Clear sheets of glass.

Place the Thin Fire paper in the bottom of the mold. Place the Honey on top of it, 
luminescent side down, then the sheet of Clear. Fill the area around the post with the 
Pale Amber and Clear frit.

Fire to a Full Fuse. 

Other Glass:
Sheets:

- Wissmach Honey Transparent Luminescent
- Clear

https://www.creativeparadiseglass.com/product-p/lf248.htm


Recipe Card Basics:
Frit Casting

Before Beginning:
Treat your mold thoroughly with a suitable glass separator. For best results when heating beyond 
slumping temperatures, we recommend using ZYP. Apply to the mold in a well-ventilated area and wear a 
mask. 

If you are following fill weights, weigh your mold before adding frit. Keep your mold on the scale as you add. If 
your scale has a zero function, you can use it before adding frit and fill until you hit the suggested fill weight. If 
not, just remember that your desired weight will be the weight of your empty mold + the suggested fill weight.

Always wear a protective mask when spraying your mold with glass separator and when working with Powder/
F1 Frits.

Following a Recipe Card:
Each recipe card will tell you the COE, grain, and color of all frits used, as well as any other necessary materials.

The “Placement Order” section lists the various areas of the mold in the order they were filled. The first color 
listed in a given area was the first color placed in the mold. The second color listed was the second added, etc.

The colors listed were used to create the samples pictured on each card. However, we encourage you to use 
your own artistic preferences!

Helpful Tips:
- If this is your first time using the mold, make sure to give it several good coats of separator. If spraying, make
sure to spray in every direction. Then you only need to treat it once or twice before subsequent firings.

- Allow the separator to dry fully before adding frit, and be careful to not disturb it with tools or fingers.

- If the glass does not come out easily when your project has finished fusing and has cooled fully, invert the
mold onto a soft surface and thump it on the back. The glass should pop out safely.

- If your glass sticks, it may mean your kiln could be firing too hot and your separator is failing, or you haven’t
applied enough separator or removed some during the process of adding glass.

- Make sure you know your kiln before using any suggested firing schedule, and feel free to edit suggested
schedules as necessary for your kiln’s quirks. For example, if your kiln fires hot, you may need to remove heat
from the top temperature.

Suggested Full Fuse
Segment Rate Temperature (°F) Hold

1 300 1150 45

2 150 1300 20

3 400 1460 10

4 9999 950* 60

* If using COE90 Glass, change this temperature to 900°

Suggested Tack Fire
Segment Rate Temperature (°F) Hold

1 300 1150 45

2 150 1300 20

3 400 1410 10

4 9999 950* 60
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